Ref. No. 7731221-3 Eng

TAMD71A

6-cylinder, 4-stroke, direct-injected turbocharged marine diesel
with aftercooler — crankshaft output* 262 kW (357 hp)

The TAMD 71A is a powerful, reliable and economical
marine diesel. It has a power/weight ratio of 0.32 kW/kg
(0.20 hp/ib). Thanks to Volvo Penta's very comprehen-
sive programme of equipment, the engine can be per-
fectly matched to specific customer and market
demands.

The engine block and cylinder heads are iron castings.

The cylinder liners incorporate a flame barrier which
protects the cylinder head gasket. The cylinder heads
are tightened down with 20 bolts. The pistons are oil-
cooled which reduces the amount of carbon deposits.
The heat exchanger matrix and charge air cooler matrix
are identical, which means they are fully interchange-
able.

The electrical system is plug-compatible and the elec-
trical wiring is complete. A 12 V or 24 V electrical system
can be specified. Automatic heating of the induction air
gives reliable starting in low temperatures.

The injection pump is equipped with a smoke limiting
device which reduces smoke emissions during fast
acceleration and under heavy loads. A bypass valve
between the turbo unit and charge air cooler reduces
white smoke emissions when starting and under condi-
tions of low load. An automatic wastegate controls the
degree of boost, either through the charge air cooler or at
low speeds directly through the induction manifold.

The coolant pump is gear wheel driven and the raw
water pump is mounted on the front of the timing casing
for easy service. The oil filter and oil filler are also
mounted on the front of the engine.

Volvo Penta has a well-established service network in
more than 100 countries. Authorized workshops using
genuine parts and staffed by skilled personnel provide
the customer with the best possible service.

* Crankshaft output ISO 3046 standard fuel stop power. This
output must not be exceeded. Output is reduced by losses in
transmissions and reverse/reduction gear.
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TAMD71A

Full range of extra equipment
enables each engine to be cus-
tomized.

Engine block:

Flexible engine mountings.

Cooling system:
Heat exchanger with raw water pump.
Keel-cooling system for engine.

Electrical system:

24 V. With start and stopping controls,
incl. relays.

Pre-heater element incl relay 24 V.

Alternator 12 V/50 A or 24 V/55 A.

For larger charging requirements, you
can specify an extra alternator 12 V/
130 A or 24 V/100 A. Various installation
alternatives available.

There is a choice of four alternators for the
TAMD71A: 12 V/50 A, 24 V/55 A, and extra
alternators of 12 V/130 A and 24 V/100 A
output.

Instrument panel (main panel) with:
Tachometer.

Oil pressure and temperature gauges,
Voltmeter.

Key-operated switch with starting and
stopping function, and built-in starter
motor guard.

Alarm for high engine temperature and
low oil pressure.

Warning lamps for high cooling water
temperature, low oil pressure and weak
battery charging.

Switches for instrument lighting and test
of the alarm function.

Instrument panel with clear and easily-read
1SO-symbols for temperature, oil pressure
and charging. Double glazing of instruments
prevents condensation. Key-operated switch
with starting and stopping functions and built-
in starter motor protection.

Instrument panel for alternative
installation, including:

Tachometer.

Key-operated switch with starting and
stopping function, starter motor guard.
Alarm for high engine temperature and
low oil pressure.

Warning lamps for high cooling water
temperature, low oil pressure and weak
battery charging.

Switches for instrument lighting and test
of the alarm function.

Extra instrument panel with:

Qil pressure gauge for reverse/reduc-
tion gear.

Turbo-compressor boost gauge.

Cables:
Cables between instrument panel and
engine. 3 alt. 5 or 7 metres.

Lubricating system:

Qil filter of by-pass type for extra effi-
cient cleaning of engine oil. Mounted on
front of engine for easy servicing. Oil
filler cap also on front of engine for easy
accessibility.







